GENERAL NOTES:
Contract items:

Paved Shoulder, Hot Mix Asphalt Mixture, 6 in.
Special Backfill

Granular Shoulders, Type A or Type B

Earth Shoulder Construction

Normal Subgrade Width

Edge of Pavement

Granular
Shoulder

Mainline
Pavement

Granular Subbase

Speclal Backfil

_/

Actual 8:1 slope (D Rates indicated are for design purposes. Quantities listed are for one shoulder
per station.

(2 Quantities shown are based on a design weight of 145 Ibs /cu. ft. for Hot Mix
Asphalt with an asphalt content of 6.0% ufilizing o 34" aggregate mix size,with

HOT MIX ASPHALT PAVED SHOULDER, 6 Inch ‘ Hinge Paint

Earth Shoulder Fill

TYPICAL SECTION 45% crushed parlicles, and no special aggregale friclional requirements.
Nini N des »and N max shallbe 7,68, and 104 respectively regardless of
6" HOT MIX ASPHALT PAVED SHOULDER design ESALs for the pavement. Asphalt Binder PG58 28 shall be utilized

with this mix

(@ Includes quantity for tack coating vertical face of adjacent pavement prior o
placement of any base material. Tack Coat estimated at one (1) application at
0.05 galsdq. yd

(@ Quantities have been determined on the basis of a design weight of 140  Ibs
per cubic foot and have been adjusted for the flatter than 6:1 slope at the
outside edge. Quantities indicated are for design purposes.

@\ 'owa Department of Transportation
- Highway Division

DESIGN QUANTITY TABLEQ® STANDARD ROAD PLAN RJ-34
HMA SHOULDER @ REVISION: Changed quantities for Granular Shoulders. REVISION NO.
1
GRANULAR SHOULDER @
SURFACE AREA HOT MIX ASPHALT BINDER TACK COAT® 7 ; REVISION DATE
ASPHALT APPROVED BY DESIGNZMETHOUDS ENGINEER 04720704
Sq. Yds. Tons Tons Gallons Tons
F=0’ [ [6 | E8 [E-10 | £4 | E6 [ £8 [E-10 | =4 | E6' [ 8 [ =10 | £4’ [ £6' [ 68 [ =107 | 62 | 64 | 66 | 6%’
44.44 | 66.67 | 88.88 | L1L.11] 15.41 | 22.66 | 29.91 | 37.16 | 0.92 | 1.6 | 1./9 | 2.23 | 2.78 | 3.89 | 5.0 | 6.L1 | 16.48 | 23.48 | 30.48 | 37.48 PARTIALLY PAVED SHOULDER

(6" HMA)




